STRATUS™

Stratus™ is the first P25/5G/LTE hybrid (FirstNet-ready) solution that combines the trusted security of P25 standards
with the flexibility and range of cellular networks. It integrates a software-defined VHF/UHF/700/800/900 MHz P25
repeater, a Site Manager with DFSI and secure SG/LTE integration options to do two things: instantly bridge into an
existing wide-area network, or autonomously create a new, secure local network—all without fixed infrastructure.

Why STRATUS?

P25 wide area coverage

Deliver reliable P25 network connectivity
anywhere with cellular coverage on all magjor
telecommunications networks, ensuring you're
never isolated from the network.

e Fixed site savings
Eliminate the ongoing expense and complexity
of leased lines or T1 connections for fixed site
repeaters and base stations.

e Proven interoperability
Built on the open P25 DFSI standard for
seamless integration with subscriber radios
and networks from multiple vendors, including
Over-The-Air-Rekeying (OTAR) support.

e End-to-end encryption
Secure communications with dual-layer
protection: P25 AES-DES encryption for the
radio link, plus a highly secure VPN connection
into your local area.

e Fast, lightweight deployment
The entire kit is optimized for transportability
and quick setup, allowing a single operator to
establish a network node in minutes.

e Extend coverage into structures
Provide reliable P25 coverage inside structures
while using the secure 5G/LTE modem as
a robust bridge to the wider P25 network,
preventing isolation.
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Rapid voice network deployment

Deploy a secure, wide-area voice network instantly.
Lightweight Stratus repeaters can be deployed at a site by
simply locating the repeaters in the required coverage area.
They will automatically link with each other over SG/LTE and to
the P25 console via the Stratus Controller on a private or public
network anywhere in the world.
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